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FOLI11403Y-LED

The main body parts are made of aluminium alloy and then shaped 
by CNC machines. The surface is treated by powder-coating.

The re� ector is heat-resistant and anti-glare. Following long use it 
re� ector and re� ectance will not decay. 50,000 hours lamp life at 
50ºC

Simple design with e�  cient heat sink, suitable for di� erent  
applications such as: hotel, villas, opera houses, museums,  
exhibition centres, stores, boutiques, homes, etc.

FOLI11403Y-LED LED  10W Beam Angle: 17.8°cd/KLm

1 m

2 m

3 m

4 m

5 m

3695 lx

923.6 lx

410.5 lx

230.9 lx

147.8 lx

0.31 m

0.63 m

0.94 m

1.25 m

1.57 m

High illuminance Diameter
3200

4000

2400

1600

800

LED  10W Beam Angle: 36.9°cd/KLm

1 m

2 m

3 m

4 m

5 m

1465 lx

366.2 lx

162.8 lx

91.55 lx

58.59 lx

0.66 m

1.32 m

1.98 m

2.65 m

3.31 m

High illuminance Diameter
1200

1500

900

600

300

LED  10W Beam Angle: 26.2°cd/KLm

1 m

2 m

3 m

4 m

5 m

2220 lx

555.1 lx

246.7 lx

138.8 lx

88.82 lx

0.46 m

0.93 m

1.39 m

1.85 m

2.32 m

High illuminance Diameter
2000

2500

1500

1000

500

10W Chip (Available with 7W Chip)

With 250mA LED Driver 

220V/50hz 

Optional Dimming

75mm 

835 lm 


