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FOLILED FLEXI STRIP 8.3MM 

Feature: 

• SMD_3528 Flexible strip with 8.3mm pitch 
(120LEDs per meter)

• Custom Length up to 5 meters (25mm at 12V & 50mm at 24V)
• Various colour temperature options
• Life expectancy of 50,000 hours 
• 3 years’ warranty 
• IP20 to IP68 Protection with silicone tube & internal silicone 

glue fi ll  
• Optional white, brown or black PCB
• 120° beam angle
• Low energy consumption 
• Operation temperature: -20° to +50°C
• Adhesive back - easy to peel and stick 
• Can be supplied on bar 

LED Spacing

8.3mm 

Rating 

IP20, IP65
IP67, IP68

Power 
Consumption

9.6 watt/m

Lumens/M
 (±10%)

720-840lm 

Voltage DC

12V
24V

2400K2200K 2700K 6000K5000K4000K3000K

COLOUR TEMPERATURE: 

BEAM ANGLE & WAVE LENGHTS: 

120°
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8.3mm Pitch Flexi Strip

FLEXI STRIP - PLAN

OVERALL LIGHT BAR LENGTH (MULTIPLE OF PCB SEGMENT LENGTHS PLUS 10MM)

PCB SEGMENT LENGTH PCB SEGMENT LENGTH PCB SEGMENT LENGTH PCB SEGMENT LENGTH PCB SEGMENT LENGTH PCB SEGMENT LENGTH

LED PITCH OR SPACING LED PITCH
OR SPACING

ANODE WIRE (V+)
RED OR YELLOW

CATHODE WIRE (V-)
WHITE OR BLACK

FLEXI STRIP - SECTION

IP
Connector

LED BAR - CONNECTION

DETAILED DRAWING AND DIMENSIONS OF FOLILED FLEXI STRIP: 

TYPICAL INSTALLATION:


