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VegaFlexi Pro 3528  
Features

Code

Dimable 1 -10 .DIM
Dali .DI    

LUMINAIRE CODE AND DETAILS

DRIVER OPTIONS

  . All of the measurements for product are in mm. 

LENS OPTIONS

120° - Wide

.W

LED Colours
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IP Rating

.68.C8

68

CRI

80White

PCB Color

.WH

Power LEDs/M LengthBeam Angle

120°

120°

Voltage

80

Luminous Flux

VFPL16.7 4.8Watt/M 12/24VDC60lm@4000K

VFPL8.3 9.6Watt/M

Spool/5M

Spool/5M8012/24VDC120lm@4000K

- Premium Grade Epistar SMD3528
-  Custom lengths up to 5000mm (Full spool Length)
- Operating ambient temperature -25º to +50ºC
- 50,000 hours Lamp life at 50ºC 
- Bending radius of approx. 350mm in plan
- Protection with Silicon sleeved for IP68
- PCB is rear-lined with 3m adhesive mounting tape for swift and 
easy installation
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Dimmable 1-10 - DIM
Dali - DI

Red - RD
Green - GN
Blue  - BL

2700 - 27
3000 - 30
4000 - 40
5000 - 50 
6000 - 60

Control Colour Temperature

DIM 30 CL12V Y

Code Control Colour Temp. DiffuserVoltage Clips

Luminaire order code example 

12V - 12
24V - 24

Voltage

YES - Y
NO - N

Clips

Clear - CL
Frosted - FR

Diffuser

Lens

Available Options 

Product Dimensions
All of the measurements for product are in mm.

Driver 

RFB9.6

Features
- SMD3528 LEDs with 8.3mm pitch
- IP68 as standard
- Custom lengths up to 1240mm, increments of 25mm at 12V & 50mm at 24V 
- Operating ambient temperature -20º to +50ºC
- 50,000 hours Lamp life at 50ºC
- 120° beam angle
- CRI > 80 
- Lumen Output 910lm/m (@ 3000K)

Rana Flexi Bar 9.6W

Example: RFB9.6 -12-DIM -30 -CL -Y

ANODE WIRE (V+)
RED OR YELLOW

CATHODE WIRE (V-)
WHITE OR BLACK

Lenght

To run 4 x 1240mm bars please 
use 1 x 60W, 0 -10V dimmable 
driver. 


